
 

 Preliminary	technical	specification,	not	binding	 	

F93 

 

Overall	length	 28.36 m - 93’0’’ 

Hull	length	 23.80 m - 78’1’’ 

Length	at	water	line	(fully	laden)	 22.15 m - 72’’8’ 

Maximum	beam	 6.80 m - 22’3’’   

Draft	fully	laden	 1.40 m – 4’7’’ 

Displacement	(unladen)	 75 t 

Displacement	(fully	laden)	 84 t 

Fuel	tanks	capacity	 8,300 lt – 2,4192 Us gal 

Water	tanks	capacity	 1,600 lt – 422 Us gal 

Generator	 2 x Kohler 28 kW 

Engines	
A: 2 x 1948 mHP MTU 12V 2000 M94 + Shaft Line 

B: 2 x 2638 mHP MTU 16V 2000 M94 + ASD  

Maximum	speed	
A: 31 knots 
B: 41 knots  

Cruising	speed	
A: 25 knots 
B: 36 knots  

Range	
A: 280 nm 
B: 315 nm 

Hull	 Planing 

Cabins	 4 

Heads	 5 

Crew	cabins	 2 

Crew	heads	 2 

People	on	board	 16 

Homologation	and	category	 RINA CE- A 

Exterior	design	 Fulvio De Simoni 
 


